The Middle East is one among the areas of the world that receive high amounts of direct solar radiation. As such, the region holds a promising potential to leverage clean energy. Owing to rapid urbanization, energy demands in the region are on the rise. Along with the global push to curb undesirable outcomes such as air pollution, emissions of greenhouse gases, and climate change, an urgent need has arisen to explore and exploit the abundant renewable energy sources. This paper presents the design, performance analysis and optimization of a 100 MWe parabolic trough collector Solar Power Plant with thermal energy storage intended for use in the Middle Eastern regions. Two representative sites in the Middle East which offer an annual average direct normal irradiance (DNI) of more than 5.5 kWh/m 2 /day has been chosen for the analysis. The thermodynamic aspect and annual performance of the proposed plant design is also analyzed using the System Advisor Model (SAM) version 2017.9.5. Based on the analysis carried out on the initial design, annual power generated from the proposed concentrating solar power (CSP) plant design in Abu Dhabi amounts to 333.15 GWh whereas that in Aswan recorded a value of 369.26 GWh, with capacity factors of 38.1% and 42.19% respectively. The mean efficiency of the plants in Abu Dhabi and Aswan are found to be 14.35% and 14.98% respectively. The optimization of the initial plant design is also carried out by varying two main design parameters, namely the solar multiple and full load hours of thermal energy storage (TES). Based on the findings of the study, the proposed 100 MW parabolic trough collector solar power plant with thermal energy storage can contribute to the sustainable energy future of the Middle East with reduced dependency on fossil fuels.
Introduction
Conventional energy sources in the world are fast depleting and it is very important to tap the enormous potential of renewable energy sources to meet escalating energy demands. Harnessing energy from renewable energy sources can significantly reduce the carbon emissions and can contribute towards the energy generation in a sustainable way and at stable costs. Earth receives about 1.8 × 10 14 kW of energy from the sun and out of this only 60% reaches the earth's surface [1] . Tapping less than 1% of this available solar thermal potential is enough to stabilize the world climate by virtue of significant reduction in carbon emissions.
Solar energy can be converted into thermal energy or to electrical energy among other forms. In solar thermal technology the energy from the incident solar rays is converted in to heat and the same is utilized for different applications. Solar thermal power is more environmentally friendly as it From these literature reviews, it is evident that majority of the research work on design and performance assessment and optimization of PTC solar power plants is carried out for locations in USA, Europe, Algeria, Tunisia and India. The literature available on the application of PTC CSP technology in the Middle Eastern region is rather restricted to only an initial assessment of the benefits of implementation of CSP plants and economic feasibility analysis. There are very few research works available which concentrate on design, performance analysis and optimization of the PTC solar power plants for feasible locations in the Middle East. The research on this aspect is highly significant as there is a high demand to tap the abundant renewable energy sources in the region to meet growing energy demands. Moreover, this is essential for the future development of the Middle East region as it reduces the dependency on fossil fuels and eliminates the problems associated with air pollution and greenhouse gases. Hence, this research is carried out to design, analyze and optimize the performance of a commercial 100 MWe parabolic trough collector solar power plant with TES for feasible locations in the Middle East region. The thermodynamic aspect and annual performance of the proposed plant will also be analyzed in the work.
Concentrating Solar Power (CSP) Technology
CSP technology is a solar thermal power generation technology that concentrates the heat from the solar radiation in to a small area for generating power. CSP-based technology is found to be suitable for regions with high DNI. Figure 1 shows the fundamental principle of solar thermal power generation, which is comprised of four main sub-systems, namely solar collector field, solar receiver, storage and/or back up system, and power conversion system. Solar collector field consists of an array of mirrors or reflectors that collect the solar radiation and focus it onto a receiver tube. The receiver tube with a thermal energy carrier absorbs the heat from the concentrated solar energy which can be used directly or with the help of a secondary circuit to generate power. A certain amount of heat is lost during the energy conversion process. Also, a part of the solar radiation is reflected back and does not even reach the absorber. Hence the choice of an appropriate solar collector is very important to suit the application requirement and to attain the desired temperature level [25] . Most of the commercial CSP plant designs incorporate TES systems for generating power in the absence of sunshine [26] . According to the focus geometry, CSP systems can be classified as point-focus concentrators and line-focus concentrators. Solar Tower systems and parabolic dishes uses point focus concentrators whereas PTC's and linear Fresnel collectors employ line-focus concentrators [27] . The region between the glass envelope and metal tube is filled with either air or vacuum so as to allow for thermal expansion and reduction of convective heat losses. Direct solar radiation is focused on to the focal line of the collector axis. The collector assembly incorporates single-axis tracking mechanism to ensure that the solar beam falls parallel to its axis. [28, 29] . Parabolic trough Collector is selected for the CSP plant design analysed in this work as they have superior heat absorption rate when compared to flat plat collectors.
Site Selection and Solar Resource Assessment
The suitable site selection for the installation of the CSP plant is very important for reaping maximum benefit from the plant. CSP plants are found to be economically viable for locations where DNI is greater than 5.5 kWh/m 2 /day (1800 kWh/m 2 /year) [27] . The typical meteorological year (TMY) data, which includes hourly DNI, ambient temperature, wind speed and atmospheric pressure, are decisive parameters for accurately predicting the solar field thermal power of a CSP plant. In this research work two representative sites in the Middle East which offer an annual average DNI of more than 5.5 kWh/m 2 /day, has been chosen for the analysis and optimization of the proposed 100 MWe PTC Solar power plant. Table 1 shows the characteristics of two identified locations namely Abu Dhabi (U.A.E) and Aswan (Egypt). [30] is used to study the DNI pattern of the locations. Figures 3 and 4 show the monthly variations of average direct normal irradiance for a typical year at Abu Dhabi and Aswan sites respectively. The Abu Dhabi site is characterized by high irradiance level greater than 5.5 kWh/m 2 /day throughout the year except for the months of March and December as shown in Figure 3 . Maximum DNI of 7.458 kWh/m 2 /day is received during the month of June while the minimum value of 5.191 kWh/m 2 /day is recorded during December. From Figure 4 , it is clear that the location in Aswan offers an average DNI value greater than 5.5 kWh/m 2 /day throughout the year with the peak value of 7.93 kWh/m 2 /day during June and a minimum value of 5.51 kWh/m 2 /day during December. 
Design of the 100 MW Parabolic Trough Based CSP Power Plant
An initial design of a 100 MW PTC Solar Power Plant has been carried out to assess the performance of the proposed plant in Abu Dhabi and Aswan. The initial design will be further optimized for the ideal values of solar multiple and full load hours of TES. Figure 5 shows the CSP plant model considered for analysis in this research work. A PTC Solar Power plant with TES system is selected for the design. The entire CSP plant model can be divided in to three sub systems, namely the Solar field, Thermal storage system and Power block as shown in Figure 5 . The solar field consists of parabolic trough solar collectors which direct solar radiation received from the sun to the tubular receivers. The heat transfer fluid (HTF) flowing through the metal tubes of the receiver absorbs the heat energy from the solar field and transfers it to the power block. The power block is working based on the Rankine cycle and consists of a turbine coupled with an alternator for generating power from the thermal energy received from solar field. For the TES system, a two tank system is selected with Hitec solar salt being the storage medium. The various design parameters of the proposed PTC CSP plant such as solar multiple, full load hours of TES and overall energy efficiency can be determined as follows:
Modelling of the Proposed Concentrated Solar Power Plant
Solar Multiple is defined as the ratio between thermal energy obtained by the solar field at the design point to the thermal energy required by the power block at nominal conditions [9] .
Full Load Hours of TES
Full load hours of TES is the thermal energy storage capacity of the TES system, expressed in hours of thermal energy delivered at power block design thermal input level [31] , and is given by the expression,
where H tes empty is the thermal energy storage capacity (kWht) expressed in hours of power block capacity.
Energy Analysis
Total incident solar energy received by solar field aperture area is:
Total useful energy delivered by the solar field is given as,
Therefore, the thermal efficiency of the solar field is calculated as,
The thermal efficiency of the power block is calculated as,
The Overall Energy efficiency of the plant can be found as,
The net capacity factor of the designed 100 MWe CSP plant is given by:
Number o f Days· 24 h day ·Plant Power Capacity (8)
Economic Analysis
The economic assessment of the plants are assessed in the software System Advisor Model (SAM), where the levelized cost of electricity in cents/kWh is calculated as given below,
where
Characteristics of the Proposed CSP Plant Design
The efficiency of a Solar collector depends on the ratio between effective aperture area and surface area of the absorber. Table 2 shows the configuration of the solar collector selected for the design of the proposed CSP plant. The Sky Fuel Sky Trough Collector Model with 80 mm OD receiver is selected for the design. The thermal receiver selected for the design is Schott PTR 80 which is having an absorber tube with inner diameter of 0.076 m. For initial analysis, the value of solar multiple is selected as 2 and full load hours of TES is assumed to be 6 h. The optimization of the values of solar multiple and full load hours of TES will be carried out after the initial performance assessment of the plant.
The initial design parameters of the proposed 100 MW PTC solar power plant are summarized in Table 3 . 
Performance Analysis of the CSP Plant Design
The performance analysis of the proposed PTC Solar power plant has been carried out using System Advisor Model (SAM) [30] developed by National Renewable Energy Laboratory (NREL). The validation of the software was carried out by Price [32] . Figures 6 and 7 show the monthly energy generation from the proposed CSP plants in Abu Dhabi and Aswan respectively. The annual energy generated from the CSP plants is found to be 333.15 GWh and 369.26 GWh for the locations in Abu Dhabi and Aswan respectively. The monthly energy generated from the CSP plant in Abu Dhabi peaks during the month of May and June, reaching a value of 41.66 GWh and 42.58 GWh respectively. Energy generated from the plant during January and December is found to be minimum with values of 13.13 GWh and 11.01 GWh respectively, as is clear from Figure 6 . From Figure 7 , it can be observed that the energy generation profile for the location in Aswan is better than that of Abu Dhabi, which is in agreement with the DNI characteristics for the locations been mentioned in Figures 3 and 4 . For the site in Aswan, monthly energy generated peaks during the months of June, July and August and reach to a value of 47.36 GWh, 47.49 GWh and 44.21 GWh respectively. Energy generation during January and December recorded the least with values of 14.64 GWh and 12.24 GWh respectively as is shown in Figure 7 . Figure 8 shows the hourly data of cycle thermal power input, gross electrical output and thermal power incident on the field for the proposed plant in Abu Dhabi. The gross electrical power output from the plant depends on the incident irradiation and the cycle thermal power input to the turbine. The maximum value of thermal power incident on the field is found to be 883.212 MWt, whereas the maximum value for cycle thermal power input is recorded as 323.062 MWt for the month of August. Figure 9 shows the cycle efficiency of the designed PTC solar power plant in Abu Dhabi and the cycle efficiency reaches a maximum value of 0.40862 during the month of August. The hourly data of cycle thermal power input, gross electrical output and thermal power incident on the field for the proposed plant in Aswan is illustrated in Figure 10 . The maximum value of thermal power incident on the field is recorded as 913.416 MWt, which is higher than that recorded in Abu Dhabi. Similarly the peak value for cycle thermal power input is recorded as 323.154 MWt for the month of August. Figure 11 shows the cycle efficiency of the proposed PTC solar power plant in Aswan which records a maximum value of 0.40868 during the month of August.
The annual energy yield comparison of the proposed CSP plants at the two sites in the Middle East region is summarized in Table 4 . The annual energy generated from the proposed CSP plant design in Abu Dhabi amounts to 333.15 GWh whereas that in Aswan recorded a value of 369.26 GWh with a capacity factor of 38.1% and 42.19% respectively. The mean efficiency of the plant in Abu Dhabi and Aswan is found to be 14.35% and 14.98% respectively, which is in close agreement with other designs available in the literature. To further optimize the performance of the proposed 100 MW CSP plant, the design parameters such as solar multiple and full load hours of TES are varied and the optimization procedure is detailed in the following section. 
Optimization of the Initial CSP Plant Design
The optimization procedure helps determine the least value of LCOE with maximum annual energy generation. Optimization of the proposed design is carried out by varying two main design parameters, namely solar multiple and full load hours of TES. Figures 12 and 13 show the variation in the annual energy generation and LCOE of the two plants for different values of solar multiple. From the results, it is clear that an increase in the solar multiple consequently increases the annual energy generated from the plants. This can be attributed to the fact that an increase in solar multiple results in a corresponding increase in solar field aperture area and header pipe length, and hence a greater steam outlet temperature from the solar field.
From Figure 12 , it can be observed that LCOE of the proposed CSP plant in Abu Dhabi reaches a minimum value of 4.408 cents/kWh corresponding to a solar multiple of 2.6 and annual energy generation of 393.564 GWh. If the solar multiple is increased beyond 2.6, LCOE value is increasing with a negligible increase in the annual energy being generated from the plant. Also it is worth noting the fact that there is a sharp decrease in LCOE value until the solar multiple is increased to 2.2 and thereafter the reduction in the cost is minimal. Based on the tradeoff between the LCOE and Annual power generated, the optimum value of solar multiple for the proposed plant in Abu Dhabi is recommended to be in between 2.2 to 2.4.
From Figure 13 , it can be observed that LCOE reaches a minimum value of 4.163 cents/kWh for a solar multiple of 2.4 with annual energy generation from the plant amounting to 407.307 GWh. It can be seen from Figure 13 that when solar multiple is increased beyond 2.4, there is a significant increase in the value of LCOE with minimal increase in the annual energy. This is due to the increase in investment cost of the plant as the maximum net capacity is fixed at 100 MWe. Thus optimum value of solar multiple for the proposed plant in Aswan is also recommended to be in between 2.2 to 2.4. The cost per unit of generated electricity and annual energy generated from the proposed design is found to be better for the location in Aswan as compared to that of Abu Dhabi due to the region's superior DNI characteristics. The second design parameter considered for optimization is the full load hours of TES in the CSP plant, which is very important to enhance the potential of the plant and its efficiency to operate for longer time intervals. Moreover, the TES system ensures that the power block receives more energy during the period when the solar radiation is low. Figures 14 and 15 show the variation in the annual energy generated and LCOE with full load hours of TES for the location in Abu Dhabi and Aswan respectively. From the figures, it is clear that LCOE decreases with increase in full load hours of TES until a particular value and thereafter it starts to increase again. From Figure 14 , the optimum value of full load hours of TES for the proposed plant in Abu Dhabi is found to be 5 h with a corresponding LCOE value of 4.663 cents/kWh. Six hours of TES as considered in the initial analysis for Aswan is found to be the optimum value as observed from Figure 15 , with an LCOE value of 4.315 cents/kWh. The full load hours of TES for the proposed design, if increased beyond the optimum value of 5 for Abu Dhabi and 6 for Aswan, will result in an increase in LCOE value of the plants. This fact is due to the increase in the investment cost as well as the below par utilization of the TES system when compared to its design capacity.
The optimum design parameters for the solar multiple and full load hours of TES obtained from the above analysis is further utilized to improve the performance of the initial design. For Abu Dhabi, full load hours of TES has been fixed as 5 h and performance of the plant was assessed for various values of solar multiple ranging from 2.2 to 2.4. Similar analysis has been done for Aswan, with full load hours of TES been fixed as 6 h. Table 5 summarizes the results obtained for the optimized design with that of the initial design for the proposed CSP. The optimized configuration is selected based on the tradeoff between annual power generated, LCOE and mean efficiency of the plant. From the table it is clear that there is a significant improvement in the annual energy generation, capacity factor and LCOE values for the optimized configuration when compared to that of the initial design. The performance parameters of the optimized configuration is compared to the results reported by Abbas et al. [17] for four different sites in Algeria. A comparison of the results show that the capacity factor, annual energy generated and mean efficiency of the proposed plants in Abu Dhabi and Aswan is in close agreement with the reported results with a significant reduction in the LCOE value. Thus the performance of a 100 MWe PTC solar power plant design intended for the locations in the Middle East region is found to be feasible based on the analysis carried out for two locations in Abu Dhabi and Aswan. The installation of the proposed CSP plant in the region could significantly contribute to the sustainable energy future of the region with reduced dependency on fossil fuels. 
Conclusions
The design, performance analysis and optimization of a 100 MWe parabolic trough collector Solar Power Plant with thermal energy storage has been carried out for two locations in the Middle Eastern region. The SAM software has been used to assess the performance of the designed CSP plant in two locations of the Middle East whose annual average DNI is greater than 5.5 kWh/m 2 /day. The initial analysis of the proposed design revealed that the CSP plant in Aswan has an annual energy yield of 369.26 GWh whereas that in Abu Dhabi recorded 333.15 GWh. The performance of the proposed CSP plant is further optimized by varying the initial design parameters such as solar multiple and full load hours of TES. The optimum values for solar multiple and full load hours of TES for the Aswan site is found to be 2.2 and 6 h respectively. For the Abu Dhabi site, optimum performance can be achieved by selecting 5 h of thermal energy storage and a solar multiple of 2.2. The analysis of this optimum configuration revealed that annual energy generation can be increased to 392.587 GWh and 353.69 GWh respectively for Aswan and Abu Dhabi, sites with a corresponding decrease in LCOE values. Based on the findings of the study, the proposed 100 MW parabolic trough-based CSP plant with TES system is found to be ideally suited for the Middle East region and can contribute to the sustainable energy future of the region. Author Contributions: Praveen R.P. conceived, designed and analyzed the initial and optimum design developed in the research work. Mohammad Abdul Baseer contributed towards result analysis and manuscript preparation. Ahmed Bilal Awan and Muhammad Zubair reviewed and discussed the work with the rest of authors and refined the manuscript. Praveen R.P. wrote the paper with able support from all the co-authors.
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